SBF200P6C/210Wp, 220Wp, 230Wp

Performance

Rated power 210W 220W 230W
Power tolerance 5% 5% 5%
Warranty 90% of minimum warranted power output over 12 years

80% of minimum warranted power output over 25 years
Free from defects in materials and workmanship for 5 years

Qualification Test Parameters

Temperature cycling range -40 to +85°C

Damp heat test 85°C and 85% relative humidity
Front & rear static load test(eg:wind) 2400 Pa

Front load test(eg:snow) 5400 Pa

Hailstone impact test 25mm hail at 23m/s

Quality and Safely

Manufactured in ISO 9001 certified factories
Certified to IEC 61215

SUNELL®

Conforms to European Community Directive 89/33/EEC,73/23/EEC,93/68/EEC

Frame modules certified by TUV Rheinland as safety Class I (IEC60364)
Equipment for use in system up to 1000VDC

Frame modules listed by Underwriter s Laboratories for electrical and fire safety (Class C fire rating)

Module Power measurements calibrated to World Radiometric Reference through TUV

Typical Electrical Characteristics

Rated Power(Pmax) 210W 220W
Voltage at Pmax(Vmp) 28,6V 28,6V
Current at Pmax(Imp) 7,43A 7,69A
Short circuit current(lsc) 7,93A 8,31A
Open circuit voltage(Voc) 36,5V 36,5V
Temperature coefficient of Isc (0.065+0.015)%/ °C
Temperature coefficient of Voc -(130+20)mv/ °C
Temperature coefficient of Pmax -(0.5£0.05)%/ °C
NOCT(Air 20°C;Sun 0.8kw/m; 47+2°C

wind 1m/s)

Maximum system voltage 1000V

230W
28,6V
8,04A
8,69A
36,5V



Mechanical Characteristics

Dimensions(mm) 991x1640x50 (Overall tolerances +/-3mm)

Weight(kg) 20,4

Frame Clear anodized aluminium alloy type 6063T6.Colour:silver

Solar cells 60 cells(156mmx156mm) configured geometrically for a 10x6 matrix
connected

Output cables 4.0mm?2 cable

Junction box IP65 junction box with 4 terminal screw connection block

Diodes Three 10A 45V

Construction Front:High transmission 3.2mm tempered glass

Rear:White polyester;Encapsulant:EVA

1. Standard test conditions (STC) ,irradiance of 1000W/m at an AM1.5G solar spectrum and a cell temperature of 25°C
2. Normal Operating Cell Temperature(NOCT),air temperature of 20°C;irradiance 800W /m’;wind speed 1m/s.
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